
        Strawberry Canyon Railroad #24 

 

 

Engine: Prairie 2-6-2   
Track: 7.5” gauge  

Castings: Wato Engineering, Australia 

Builder: John Bulger 1997 - 2011 

Bore & Stroke: 3 inch x 4 inches 

Drive Diameter: 9 inches 

Weight: 1480 pounds, tender 400 pounds 

Tender: Holds 26 gallons of water and 12 gallons diesel 

 

Boiler/Firing: 
Type: Vertical Fire Tube – 75 sq. ft. 

Size: 12-inch dia.  

Tubes: 42 copper tubes, 3/4-inch dia. 

Firing: Wood  

Operating Pressure: 125 psi    

Boiler Feed: Penberthy injector, Superscale injector, 12 vdc feed water pump 

 

Special Features: 
• 2 three chime whistles 
• Equalized suspension 
• Eqalized brakes 
• Battery- head light, rear lights, and fuel pump 
• Has its own barn at Golden Gate Live Steamers in Tilden Park in the Berkeley hills 

A video can be seen at http://www.youtube.com/watch?v=D3edrSEjkzY  
 

Home Station: Walnut Creek, CA 

Owner(s):      John & Ivone Bulger 

Phone:             (925) 788-5385 

Email:               johnbulger@sbcglobal.net 

 


